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SUPERCRAFT PRINCIPLE

 ROBUST 
→ All weld joints are completely

robot-welded. Extremely tight
and of premium quality, a welded
connection between impact plate
and hammer head keeps the
steel shot filling from escaping
even under maximum load.

SUPERIOR INSERTS 
→ The inserts offer outstanding

impact qualities and are guaranteed
to combine maximum strength
with unique durability. They
consist of extruded and extremely
homogeneous material. Compared
to injection moulded plastic inserts,
they are therefore considerably
more wear-resistant and durable
and will never chip even in sub-zero
temperatures.

PROTECTION AGAINST CORROSION 
→ The wear-resistant powder coating

prevents corrosion.

SAFETY AT WORK THANKS TO 
HALDER SOFT-FACE MALLETS

SUPERCRAFT soft-face 
mallets by HALDER

Art. no. 3366.040

BLACKCRAFT soft-face 
mallet by HALDER

Art. no. 3379.040

SECURAL soft-face 
mallets by HALDER

Art. no. 3380.040

41% 
QUIETER (7.7 DB)

63% 
QUIETER (14.5 DB)

14% 
GREATER IMPACT 

FORCE

58% 
LESS VIBRATION /

REBOUND

IDENTICAL
IMPACT FORCE

49% 
LESS VIBRATION /

REBOUND

ONLY 4% 
LESS  

IMPACT FORCE

57%
LESS VIBRATION /

REBOUND

compared to a strike performed with a standard 500 g DIN locksmith`s hammer 
on an aluminium hollow profile or an impact plate made from steel.

Tested and confirmed by the Engineering Office for Ergonomics, Büttelborn, Dec. 2020.

61%
QUIETER (13.5 DB)

SUPERCRAFT PRINCIPLE

PACKED FULL OF POWER:

THE SUPERCRAFT 
PRINCIPLE

Non-rebound work
The head of the SUPERCRAFT soft-face 
mallets is filled with steel shot. This means 
that when the workpiece is impacted, the 
energy of the shot is transferred with a slight 
delay. The reduced rebound guarantees 
perfect absorption of the impact energy, 
resulting in extremely powerful strikes. What 
is more, SUPERCRAFT soft-face mallets 
allow for work with greatly reduced strain on 
the joints and greater noise-dampening when 
compared to ordinary steel hammers.
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